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Missio, - 'f Owner: LENNY & NANCY ROSENTHAL
(o

APN# 019-111-014
Zone district: RS1A

Property Size: .56 ACRES

Cut: <50 cu. Yds.
Fill: O cu. Yds.

o, High Fire Area: NO
o Slope: 20%

1136 Mission Ridge Rd,

ni Rd Export:<50 cu. Yds.

**RIVIERA Santa Barbara, CA 93103 o PROJECT DESCRIPTION:

(N) 7-6" x 8:0" SPA W/ATTACHED INFINITY BASIN
(N) SPA EQUIPMENT (NOENCLOSED)

N (E) 1.5" POLY GAS

(E) 220V. @ 40A FOR SPA EQUIPMENT SERVICE PANEL
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Project Address: 1136 MISSION RIDGE SANTA BARBARA, CA 93103

MISSION RIDGE RD.

UPDATED POOL SAFETY MEASURES ASTM F1346

As of January 1, 2018, newly permitted California pool owners will need to instalat least TWO of the
following safety measures with any new or remodeled pool per CBC 3109 Swimming Pools, Spas &
Hot Tubs containing statutory language in the Swimming Pool Safety Act (HS Code, 88 11592Q;"
337;4; +0

115922. (a) Except as provided in section 115925, when a building permit is issued for the
construction of a new swimming pool or the remodeling of an existing swimming pool or spa at a

private single-family home, the respective swimming pool or spa shall be equipped with at least two
of the following seven drowning prevention

safety features:

(1) An enclosure that meets the requirements of Section 115923 and isolates the swimming pool or
spa from the private single-family home. An tEnclosureYmeans a fence, wall, or another barrier that
isolates a swimming pool from access to the home. Compliance with this section includes, but is not
limited to, the following :

(a) Any access gates through the enclosure must open away from the swimming pool, and must be
self-closing with a self-latching device placed no lower than 60 inches above the ground.

(b) The enclosure must be a minimum height of 60 inches.

(c) The maximum vertical clearance from the ground to the bottom of the enclosure shall be no more
than 2 inches.

(d) Any gaps or voids in the enclosure shall not allow passage of a sphere equal to or greater than 4
inches.

(e) The outside surface shall be free of protrusions, cavities, or other physical characteristics that
would serve as handholds or footholds that could enable a child below the age of five years to climb
over the enclosure.

(f) The enclosure shall isolate the swimming pool or spa from the private singlefamily home. [Health
and Safety Code 511922 (a)(1)]

(2) A removable mesh fencing that meets American Society for Testing and Materials (ASTM)
Specifications F2286 standards in conjunction with a gate that is selfclosing and self-latching and
can accommodate a key lockable device. Compliance with this code includes, but is not limited to,
the following:

(@) The top of a fence or wall used as a barrier needs to be a minimum of 48 inches above the
exterior side of the barrier.

(b) The access gate opens away from the swimming pool.

(c) There will be a clear zone of at least 20 inches between the barrier and swimming pool.

(d) The gate is selfclosing, and selflatching and the latch is placed no lower than 54inches above
the ground. The gate is hinged, and the latch is placed on the outside of the gate.

(e) The fence height on both sides of the grade will be above 48 inches.

(f) The vertical clearance from the grade to the enclosure bottom will not exceed 1 inch.

(g) Gaps and Voids within the fence will not allow passage of a sphere equal or greater to 4 inches.
(h) The fence surface will be free of protrusions, cavities and other characteristics that would serve
as a handhold or foothold. The distance between the vertical poles is sufficient to hinder a chil
ability to climb.

(3) An approved safety pool cover, as defined in subdivision (d) of Section 115921. This is an ASTM
F1346- 91 compliant automatic or manual pool cover. Compliance with this code includes, but is not
limited to, the following:

(a) The static load test for weight support. The cover should be able to hold a weight of at least
485Ibs (the estimated average weight of 2 adults and one child) to permit rescue operation.

(b) Perimeter Deflection Tests for entry or entrapment between the cover and the side of the pool.
The cover must demonstrate that any opening is sufficiently small and strong enough to prevent the
test object being passed through.

(c) The Surface Drainage Test that safeguards against a dangerous amount of water collecting on
the coverX surface.

(d) Labeling requirements must include basic consumer information such as the warranty
information, the appropriate warnings as described in the standard and acknowledge the product as
a safety cover.

(4) Exit alarms on the private singlefamily homeX doors that provide direct access to the swimming
pool or spa. The exit alarm may cause either an alarm noise or a verbal warning, such as a repeating
notification that whe door to the pool is openYEXxit alarms are also required on ANY door or window
that permits access from the residence to the pool area without an enclosure between the pool and
the home. The exit alarm must make a continuous audible sound when the door or window is open
and or ajar.

(5) A selfclosing, self-latching device with a release mechanism placed no lower than 54 inches
above the floor on the private singlefamily home doors providing direct access to the swimming
pool or spa; this is ANY door opening on to the pool area, sliding or otherwise.

(6) An alarm that, when placed in a swimming pool or spa, will sound upon detection of accidental or
unauthorized entrance into the water. The alarm shall meet and be independently certified to the
ASTM Standard F2208thtandard Safety Specification for Residential Pool Alarm3jwhich includes
surface motion, pressure, sonar, laser, and infrared type alarms. A swimming protection alarm
feature designed for individual use, including an alarm attached to a child that sounds when the child
exceeds a certain distance or becomes submerged in water, is not a qualifying drowning prevention
safety feature. Compliancewith this code includes, but is not limited to, the following:

(&) The alarm shall sound within 20 seconds both at the pool and within the residence via a remote

(b) The operational condition of the alarm shall be made known by means of an energized lamp at a
distance of 10 feet +/- 1 foot and specified at a specified angle of view (45 degrees from

(c) The alarm shall be capable of providing a sound pressure level of not less than 85 DBA.
(d) If the alarm is battery operated, there must be a lowbattery indicator.

(g) If the alarm deactivates or has reduced sensitivity due to environmental factors, the alarm must

(7) Other means of protection, if the degree of protection afforded is equal to or greater than that
afforded by any of the features set forth above and has been independently verified by an approved
testing laboratory as meeting standards for those features established by the ASTM or the American
115925. The requirements of this articledo not apply to any of the following:

(b) Hot tubs or spas with locking safety covers that comply with the American Society for Testing &

(c) An apartment complex, or any residential setting other than a single family home.
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GENERAL NOTES:
1. SPECIAL INSPECTIONS REQUIRED SEE SHEETS RSPS2 FOR
(STRUCTURAL OBSERVATIONS & INSPECTIONS).
2. SPA CONSTRUCTION SHALL MEET; 2019 CALIFORNIA BUILDING
CODE, 2019 CALIFORNIA RESIDENTIAL CODE, 2019 CALIFORNIA - o;‘l;‘:f::eD@lz)Etl:li-cli—eFr)\%oolglssinc o
PLUMBING CODE, 2019 CALIFORNIA ELECTRICAL CODE, 2014 ™" Co\rhCT. (508) 802027
CALIFORNIA MECHANICAL CODE, 2019 CALIFORNIA ENERQY CSLE LIC #1062438
STANDARDS, AND CITY OF SANTA BARBARA MUNICIPAL CODE #5919.
REVISION DATE:-83-20
3. NO UNDERGROUND OR OVERHEAD LINES WITHIN SPA AREA. DRAWING DATE: 42-20
DESIGNED BY: JEREMY RTINEZ
4. PROVIDE ANTSIPHON DEVICES ON UNPROTECTED HOSE BIBS QN -~ M
PROPERTY. MRS
5. DISCHARGE AND DRAINAGE WATER FROM POOLS AND SPAS MUST  SITE PLAN
DRAIN INTO THE COMMUNITY SEWER SYSTEM.
6. EACH OUTLET ON A NOROTABLE WATER LINE WHICH MAY BE
MISTAKENLY USED FOR DRINKING OR DOMESTIC PURPOSE SHALL|BE
POSTEDICAUTION NONPOTABLE WATER, DO NOT DRHNK
SHEET1 OF42
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REVISION DATE:23-20
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